
E-ink_TP Test SOP 

 1. right-click and select to run e-ink_tp.bat as administrator

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

2. The program will automatically run to read the FW version. The current machine version is 

v03.05.01.57. (the FW version can be opened or closed according to the demand, and it is not 

recommended to update directly after sales.) press any key to brush in the white picture for screen 

display test  

 

 



 

 

 

 

 

 

3. Press any key to brush in the black picture for screen display test  

 



 
 

 

 

 

 

 

 

 

 

 

 

4. Press any key to brush in the gray picture for screen display test  



 

 
A. Test illumination: 1000-1300lux  

B. Sight distance: 30 ± 5cm, detection angle: ± 45 °  

C. Check whether there is any abnormal display, bright dark point, bright dark line, bubble and other 

visible abnormalities  



 

 

 

 

 

 

5. Press any key to brush in the white picture for recovery, to avoid the residual shadow caused by TFT 

leakage and affect judgment  

 



 

 

 

 

 

 

 

 

 

 

6. Start TP automatic detection, and wait for 2-3 minutes;  

 



 

7. Complete the test and check whether the test information is consistent with the standard  

 



 

 
 

 

 

 

 

 

 

 

 

 

 

 



8. Exit the program to check whether the log passes and open the eink app service. At this time, do not 

close any windows, wait for the script to automatically run and exit, and wait for the eink test pass prompt 

to be displayed;  

 

9. After the service is turned on, the e-ink screen is as follows:  

 

 



 

 

 

 

 

 

 

 

 

10. Test simulation abnormity is caused by finger pressing. Refer to the table of abnormity codes and 

ThinkBook-13s_Bitland_0002_15_rev.d\Log\ThinkBook-13s_Assy_PID5210_rev.d_20200402_003157\2

0200402_003157____NG_0001_00.csv for specific abnormity points  

 
11. When testing fail, please close the UI test interface. At this time, you will be prompted that the test 

fails. Press any key to restart the system  



 

 

 
 

 

 

 



12. Whether to update TP FW automatically when modifying the configuration file, change '0' to '1' and 

save 

 


